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WARNING

To reduce the risk of fire or electric shock, do not expose thigatpao rain or moisture and this apparatus shall not be exposed to dripping or splashing and
no objects filled with liquids, such as vases, shall be placed on the apparatus.

Do not use this LCD TV Monitor near water. For example: avoid placing itanleathtub, washbowl, kitchen sink, or laundry tub, in a wet basement, or near a
swimming pool, etc.

This apparatus shall be connected to a mains socket outlet with a protective earthing connection.

The mains plug of this apparatus must remain readiyaiype.

Advertisement:
Pour réduire le risque du feu ou de décharge électrique, n’exposez pas cet appareil a la pluie ou a I'humidité. L’appareil ne sera pas exposé a I'égoutture ou
I'éclaboussement et aucun objet remplis de liquides, tels que desneasespnt placés sur I'appareil.

NOTE TO CABLE TV INSTALLER

This reminder is provided to call the cable TV installer's attention to Article4®26f the National Electric Code (U.S.A.). This code provides guidelines for
proper groundin@nd, in particular, specifies that the cable ground shall be connected to the grounding system of the building as close to the point of the cable
entry as practical.

REGULATORY INFORM

This equipment generates, uses and can radiate radio frequency andrifyiot installed in accordance with this instruction manual, may cause harmful
interference to radio communications. However, there is no guarantee that interference will not occur in a particular installation. If this equipment does cause
harmful irterference to radio or television reception, which can be determined by turning the equipment off and on, the user is encouraged to try to correct the
interference by on or more of the follow measures:

1. Increase the separation between the equipmenteaaiver.
2. Consult the dealer or an experienced radio/TV technician for help.

CAUTION

Do not attempt to modify this product in any way without written authorization from HealthCare Information, LLC. Unauthorized modification will void the
warranty ofthe product.

COMPLIANCE

The party responsible for this product’'s compliance is:
HealthCare Information, LLC, 113 Commerce Blvd., Loveland, OH 45140,. USfone 51271-8100.



